DETAIL G-2-2 CORRUGATED RISER BASE

STANDARD SYMBOL

INDICATE ANGLE BETWEEN RISER
AND STUB (ANGLE BASED ON
BARREL GRADE)

|
|
FLOW !
|
|

/ DRAW—DOWN DEVICE

MIN. 2 NO. 8 REBARS M
PLACED AT RIGHT ANGLES IN |~

A <

3 4 IN

9 IN
2 18 IN

BOTH DIRECTIONS AND
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THE RISER TO THE CONCRETE
BASE. REBARS ARE TO
PROJECT A MIN. OF % OF
THE RISER DIAMETER BEYOND
THE OUTSIDE OF THE RISER
PIPE.

CONSTRUCTION SPECIFICATIONS

DIAMETER OF RISER

\UNDISTURBED GROUND
NO STONE

1. BOTTOM OF CONCRETE BASE TO BE PLACED ON UNDISTURBED, NATURAL GROUND.

2. NO STONE IS ALLOWED UNDER BASE. IF NECESSARY, TO ACHIEVE STABILITY INCREASE DEPTH OF

CONCRETE BASE.

MARYLAND STANDARDS AND SPECIFICATIONS FOR SOIL EROSION AND SEDIMENT CONTROL

U.S. DEPARTMENT OF AGRICULTURE
NATURAL RESOURCES CONSERVATION SERVICE

2011

MARYLAND DEPARTMENT OF ENVIRONMENT
WATER MANAGEMENT ADMINISTRATION




